
 

 

 

 

 

 

BID BULLETIN NO. 2022-04 

 

RE: IB- PURCHASE OF VARIOUS EQUIPMENT UNDER THE CONSTRUCTION OF FOUR (4) STOREY 

ACADEMIC BUILDING WITH ROOF DECK (PHASE 2 OF 3) AND ACQUISITION OF 

MACHINERY AND EQUIPMENT 

ABC - Php 2,890,000.00 

 

 

PhilGEPS ITB Reference No: 8487920 

April 26, 2022 

 

​ This Bid Bulletin is being issued to clarify, modify and amend the specifications of the 

above-mentioned project as follows: 

REFERENCE AMENDMENT/CHANGE/CLARIFICATION 

Particulars 

 

IB and Bidding Docs (Technical Specification 

& Schedule of Requirements) 

 

 

Item no. 1 Conference Room Microphone and 

Sound System 

 

a. Wireless Gooseneck Microphone System 

Main Unit: Shall be capable to record & play 

audio file system; Capable of single, multiple user 

groups; shall have a line & unit volume controls, 

balance XLR output jack 

o Wireless unidirectional microphones 

o Each channel has a dedicated XLR output and 

volume control 

o Stable transmission via 902-928Mhz frequency 

band 

o Wide frequency response (50-20,000 Hz) 

ensures natural sounding vocals 

o Harmonic distortion: ≤0.5%  

o Signal to noise ratio: ≥100dB 

o Power Supply: 220VAC 60Hz 

o With Installation and Users demonstration 

Chairman’s Unit: Shall have a PRIORITY button; 

Microphone with ON/OFF buttons and LED 

indicator 

Delegate’s Unit: 20 Microphone with ON/OFF 

buttons and LED indicator 

Audience’s Microphone: Shall have a 2 

condenser microphone; Microphone retractable 

stand; (2x) 15-meters microphone cable 

Particulars 

 

IB and Bidding Docs (Technical Specification 

& Schedule of Requirements) 

 

 

Item no. 1 Conference Room Microphone and 

Sound System 

 

a. Wireless Gooseneck Microphone System 

Main Unit: Shall be capable to record & play 

audio file system; Capable of single, multiple user 

groups; shall have a line & unit volume controls, 

balance XLR output jack 

o 20 Wireless gooseneck microphones 

o Wireless unidirectional microphones 

o Each channel has a dedicated XLR output and 

volume control 

o Stable transmission via 902-928Mhz frequency 

band 

o Wide frequency response (50-20,000 Hz) 

ensures natural sounding vocals 

o Harmonic distortion: ≤0.5%  

o Signal to noise ratio: ≥100dB 

o Power Supply: 220VAC 60Hz 

o With Installation and Users demonstration 

Chairman’s Unit: Shall have a PRIORITY button; 

Microphone with ON/OFF buttons and LED 

indicator, 1 pc 

Delegate’s Unit: 20 Microphone with ON/OFF 

buttons and LED indicator 

Audience’s Microphone: Shall have a 2 wired 

condenser microphone with retractable stand; 

 
 



 

 

 

 

 

 

 

 

Item 5: LED Wall Screen 

 

2.4x2.4m LED Wall Screen Indoor IP3 with 

complete accessories 

(2x) 15-meters microphone cable, 2 audience 

microphones 

 

Item 5: LED Wall Screen 

 

2.4x2.4m LED Wall Screen Indoor IP3 with 

complete accessories with installation 

 

For further inquiries, you may send thru our email address at bac@dnsc.edu.ph 

​  

​ For guidance and information of all concerned. 

 

​ ​ ​ ​ ​ ​ ​ ​ REIR ERLINDA E. CUTAD, DIT 

​ ​ ​ ​ ​ ​ ​ ​        BAC Chairperson/VPAF 

 

 
 


