
 
1 3 4 5 11 
Cat  / 
pic ref. 

description PM 
Part no. 

OEM £ retail 

1 Valve retaining collets, A10 SR, sold individually (not in pairs) PMN113 65-1624 2.70 
1 Valve retaining collets, A7, A7SS, A10GF, sold individually (not in pairs) PMN114 29-0410 2.80 
2 Collar, valve spring top, alloy head  67-0960 10.50 
2 Collar, valve spring, top, iron head + A7SS  67-0034 8.40 
3&4 Valve spring set (8 springs), A7 / A10 iron head + A7SS Hepolite brand PMN090 67-0439 

67-0440 
18.50 

3&4 Valve spring set (8 springs),A7 /  A10  iron head + A7SS   (UK made) PMN090U 67-0439 
67-0440 

22.50 

3&4 Valve spring set (8 springs), A10 RR / SR / RGS ( Imported ) PMN105IMP 67-0883/4 
VS464 

22.50 

3&4 Valve spring set (8 springs), A10 RR / SR / RGS  (UK) PMN105 67-0883/4 
VS464 

25.50 

5 Guide, bronze, A7SS, A10SR Hepolite PMN252/H 67-1110 19.90 
5 Guide, bronze, A7SS, A10SR Alpha PMN252/A 67-1110 19.50 
5 Guide, bronze, A7SS, A10SR +0.002” 

Alpha 
PMN252/2 67-1110/+2 20.90 

5 Guide, bronze, A7SS, A10SR +0.004” 
Alpha 

PMN252/4 67-1110/+4 20.90 

5 Guide, inlet and exhaust, cast iron (Imported) PMN101 67-0031 10.90 
5 Guide, inlet and exhaust, cast iron (UK) PMN101 67-0031 14.90 
6 Cup, valve spring – iron head and A7SS   67-0033 5.30 
6 Cup, valve spring – A10 SR and RR   67-0886 8.50 
7 Valve, inlet, All A7 and A7SS, plunger and sw. arm,  alloy and iron heads  

Hepolite brand. 
PMN252H 67-0394 /0740 13.50 

7 Valve, inlet, All A7 and A7SS, plunger and sw. arm,  alloy and iron heads  
Alpha  brand. 

PMN252A 67-0394 /0740 19.50 

7 Valve, inlet, A10 Iron Head. Plunger and sw. arm.  (Imported) PMN099 / I 67-0323/ 0742 19.50 
7 Valve, inlet, A10 Iron Head. Plunger and sw. arm.  (UK) PMN099 / UK 67-0323/ 0742 12.90 
7 Valve, inlet, Road Rocket with alloy head 67-1126   67-0968 24.90 
7 Valve, inlet, A10SR with alloy head 67-1549  see below also 

 
PMN254 67-1551 11.00 

7 Valve, inlet, A10SR with alloy head 67-1549, Alpha, UK supplied 
 

PMN254/A 67-1551 19.00 

7 Valve, inlet, A10SR with alloy head 67-1571 (1.5”)  67-0961 50.00 
8 Tappet cover gasket. 

See gaskets page 
   

9 Nut, hex on sleeve, rocker inspection cap PMN070 65-2153 
01-6032 

1.35 

10 1/4” spring washer 
See accessories page 

   

11 Tappet inspection cover   p.o.a. 
12 Rocker oil feed pipe banjo bolt UK made, one piece, as original  65-0317 12.00 
12 Rocker oil feed pipe banjo bolt, imported, 2-part.  65-0317 3.00 
13A Oil feed pipe, to rockers, top pipe ‘Y’ shape, Imported, all copper pipe construction PMN031/IM

P 
42-0048 23.00 

13A Oil feed pipe, to rockers, top pipe ‘Y’ shape, UK made, all copper pipe construction PMN031/U
K 

42-0048 24.90 

13B Oil feed union, billet, one piece, uses standard banjo bolts and rubber pipe.   29.50 



14 Rocker feed pipe fibre washer – see gaskets page  15-0203  
15 Rocker box   p.o.a. 
16 5/16 washer - See accessories page    
17 Rocker bolt, long. Plunger. 

See121 and 121S 
 

 67-0261 2.10 

18 Rocker box gasket, front (2) See gaskets page    
19 Valve, exhaust, All A7 and A7SS, plunger and sw. arm,  alloy and iron heads  - IMPORTED PMN246 67-0395 / 0532 / 

0741 
15.00 

19 Valve, exhaust, All A7 and A7SS, plunger and sw. arm,  alloy and iron heads – UK PMN246 67-0395 / 0532 / 
0741 

14.90 

19 Valve, exhaust, A10 Iron Head, all years. Imported PMN100 67-0324 / 0743 19.50 
19 Valve, exhaust, A10 Iron Head, all years.  UK PMN100 

Alpha 
67-0324 / 0743 22.00 

19 Valve, exhaust, A10, alloy heads, all years. Imported, Hepolite brand PMN245W 67-0967 19.50 
19 Valve, exhaust, A10, alloy heads, all years. UK, genuine Alpha PMN245M 67-0967 39.50 
20 spindle, rocker PMN353 67-0064 52.00 
21 Thrust Washer, plain, large hole, for rocker shaft   67-0060 0.40 
22 Washer, thackery / spring, for rocker shaft PMN355 67-0062 1.30 
23 Rocker, exhaust, n/s  67-0266 p.o.a. 
24a Tappet adjuster (improved mushroom / allen / hex key), installation with rocker box removed. PMN141a 67-0056 5.30 
24b Tappet adjuster as original PMN141b 67-0056 4.50 
24c Tappet adjuster, original profile, but with allen key adjuster, can be fitted without removing the rocker box PMN141c 67-0056 5.30 
25 Nut for tappet adjuster  24-0563 

02-1616 
70-0470 

1.40 

26 Rocker, exhaust, o/s  67-0267 p.o.a. 
27 Dome nut, rocker spindle, BZP (also available in SS – see below)  65-0311 3.00 
27 Dome nut, rocker spindle, stainless steel  65-0311 3.20 
28 3/8 copper or aluminium washer  36-0481 0.50 
29 Washer, plain, small hole, for rocker shaft   67-0061 0.35 
30 Exhaust pipes, pr.   p.o.a. 
31 Rocker, inlet, o/s  67-0265 p.o.a. 
32 Exhaust pipes, see 30    
33 Rocker, inlet, n/s  67-0264 p.o.a. 
34 Rocker box stud (plunger)  67-0347 p.o.a. 
34 Rocker box stud (sw. Arm , iron head) 

(and magneto fixing stud, crankcase) 
 67-1245 2.50 

35 See Plunger parts page  67-0346   
36 Nut, see accessories  02-0049  
37 Washer, see accessories    
38 Nut, see accessories    
39 Bolt (long), iron head, normally 4 fitted 

(0.375 x 2.6”)        See also 52SI 
PMN257 67-0254 2.80 

39 Bolt (long), alloy head, normally 2 fitted. 
See also 52SA 

PMN179 67-1116 2.60 

39 Bolt (medium), alloy head, normally 4 fitted. 
See also 52SA 

PMN178 67-1115 2.30 

40 Bolt (medium), iron head, normally 2 fitted. (0.375 x 2.3”) 
See also 52SI 

PMN256 67-0258 2.00 

41 Cylinder head   p.o.a. 
42 Nut, supplied with 45    
43 Washer, supplied with 45    



44a Cooling ring, exhaust, finned, imported. PMN142 42-2848 
67-2694 

8.80 

45a Screw, nut, washer set  for exhaust cooling ring, complete set for pair (2 screws, 2 nuts, 2 washers ), in stainless steel.  21-6187 6.90 
45b Screw, nut for exhaust cooling ring, complete set for pair (2 screws, 2 nuts, 2 washers ), in BZP.  21-6187 4.80 
46 Plug cap – see ignition page    
47 Spark plug – see  ignition page    
48 Sealing washer for spark plug n/a   
49 Head gasket – see gaskets page    
51 Washers, thick, for alloy and iron head bolts (normally 9 fitted) PMN180 02-2138 1.80 
52 Bolt (short), iron head, normally 3 fitted. 

(0.375 x 1.5”) 
See also 52SI 

PMN255 67-0283 1.90 

52 Bolt (short), alloy head, normally 3 fitted. 
See also 52SA 

PMN177 67-1114 2.10 

52SIP Bolt set,  iron head, imported PMN187P 67-0283 (3) 
67-0254 (4) 
67-0258 (2) 

24.50 

52SIU Bolt set, A10 iron head, UK made PMN187U 67-0283 (3) 
67-0254 (4) 
67-0258 (2) 

26.50 

52SA Bolt set, alloy head,   Imported PMN181 67-1114 (3) 
67-1115 (4) 
67-1116 (2) 

15.00 

52SA Bolt set, alloy head, UK made PMN181 67-1114 (3) 
67-1115 (4) 
67-1116 (2) 

25.50 

53 See gasket page    
54 Stud, rocker box, see 34    
55 & 56 Stud, tappet inspection cover.  

67-0343 has flats to assist removal otherwise same as 67-0280 
 

PMN233 67-0343 
67-0280 
31-0222 

1.90 

57 See gasket page    
58 Carb drip shield (auto magnetos) PMN291 67-0120 13.50 
58a Carb drip shield UK made (auto magnetos) superior quality PMN291uk 67-0120 29.50 
58b Carb drip shield (manual magnetos) PMN291/m 67-0527 p.o.a. 
59 Washer    
60 Bolt (iron head models)  02-0129 2.50 
60a Stud, alloy head models (same as barrel base stud)  29-0565 

67-0347 
3.60 

102 Bolt, short, rocker box mounting 26 tpi (1 fitted). 
See also 121S 

PMN183 (26) 15-1355 2.60 

103 Sleeve nut, rocker box mounting, alloy head (2 fitted) PMN184 67-1118 4.00 
104 Washers to suit PMN 184 sleeve nuts, ea. PMN185 29-7796 0.90 
105 See gaskets page    
106 Inlet manifold, A7SS 54/55  67-1112 p.o.a. 
107 washer    
108 nut    
109 Stud, A7SS manifold, lower  67-1119 1.90 
110 Stud  see 34 

 
 67-1245   

111 Rocker box stud (alloy head), normally 4 fitted.  67-1117 4.50 
112 -120 Cylinder head steady set, sw. arm type, imported PMN103/ Im  13.90 
112 -120 Cylinder head steady set, sw. arm type, UK made PMN103 / UK  17.20 



121 Bolt, long, rocker box mounting 26tpi (4 fitted). Swing arm. PMN182 (26) 42-0062 3.20 
121 S-26 Bolt set, rocker box mounting, 26tpi PMN349  10.90 
122 washer    
123 See 112    
124 washer    
125 Rocker box   p.o.a. 
126 Cylinder head   p.o.a. 
     
 
 


