How to RMS Post Office

1. Start Winlink Software
a. Click on the RMS Express Icon.

2. Note software versions
a. VARA FM must be version 4.9.0 or later (Earlier versions do not support the new
RMS Post Office session mode.)
b. Winlink Express must be version 1.7.31.0 or later (This is the first version that
exposes the new Post Office message type and session behavior.)

3. Post Office Session Types
| Vara HF RMS Post Office vhHelF
—J- Winlink Seszions
- Telnet Winlink
- Packet Winlink
- Pactor Winlink
- Robust Packet Winlink
- Ardop Winlink
- Vara HF Winlink
- Vara FM Winlink
—Aridium GO Winlink
—J- P2P Sessions
- Packet P2P
- Pactor P2P
- Robust Packet P2P
- Ardop P2P
- Vara HF P2P
- Vara FM P2P
- Telnet P2P
+- Radio-Only Sessions
5. RMS Post Office Sessions
- Pactor RMS Post Office
- Vara HF RM5S Post Office
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.. Vara FM RMS Post Office
- Packet RMS Post Office s
¢ ieTelnet RMS Post Office
+- Network Post Office Sessions



4. Create a new message

a.
MNTUWX ~ Add Callsign  Settings  Message  Attacl
BE AN THEEE X H S P
ESSI0N....
Date/Time Me:
2026/04/04. .. |VGD
Read Items —
Outbox (@) 2026/04/84. . . |9ME
Sent Items (966) 2826/84,/84. .. |USL
Saved Items (196) —
Deleted Items (113) 2026/04/04. .. |WIG
b. |Drafts (8} =il 2026/04/03. .. [9x0

5. Enter W7CSO as the Post Office recipient

6. Select Send as = Post Office Message

Winlink Message
Radio-Only Message

Post Cffice Message
a. [Peerto-Peer Message

7. Select Open Session

|_=_| RMS Post Office Sessions
Pactor RMS Post Office
. Vara HF RMS Post Office
. Vara FM RMS Post Office
. Packet RMS Post Office
. Telnet RMS Post Office

a. R L LIRSS TSNP iy o [N B ¥ of apER U

8. Select Vara FM RMS Post Office or Packet RMS Post Office

9. Make sure you have the correct Gateway, N7UWX-10 and the correct frequency Selected,
145.030

10. Click Start

11. Message should complete and if you have any pending messages you will receive them.



Example VARA FM Post Office Session

- I\tara FM RMS Post Office Session - NTUWX | —

Exit  Settings Channel Sele Stc:p Abort
Connection:  Direct - NTUWRS via |:| Freq. | 145.030 Range: Bearing:

Favorites: |N?UWX-'|D @ 143,030 \ |*| Select  Addto favorites  Remove from favorites

In: 0/0 Qut: 070 BPM: 0/0 Disconnected Time to nex toconnect = Disabled

*#** Connected to Winlink RMS: N7UWX-18 @ 2026%WgSs/18 22:88:15 Freq: 145.838
This is an RMS Post Office. Messages will be stdwgd in the local database. Messages are not sent to tl
Winlink network.
sWL2K-RMS_Relay
[WL2K-3.3.3.2-B2FWIHME]
;PQ: 61344358
N7UWX RMS Relay >
SFW: N7UWX
[RM5 Express-1.3.4.1-B2FHME]
PR 34872777
3 N7UWX-1@ DE N7UWX (DN41CR)
FF
sPM: N7UWX THNKANLBTECYY 269 W7CS0 Test CCARES Winlink Post Office
FC EM THKANLIBTECYY 331 269 @
F» 74
F5 Y
*#** Receiving THNKAN1BTECYY
FEE TNKANLBTECYY - 258/228 bytes received
% Bytes: 311, Time: @8:8@, bytes/minute: 259248
FF
FF
FQ
*#*¥* -—- End of session with N7UWX-12 at 2026/88/18 22:808:46 ---
*#*E Messages sent: 8. Total bytes sent: @8, Time: 88:31, bytes/minute: @
F#** Messages Received: 1. Total bytes receiwved: 311, Total session time: @8:31, bytes/minute: 594
*#** Disconnecting
*#*% Disconnected from Winlink RMS: N7UWX-1@ @ 2826/88/10 22:808:47
*#** Session: @.5 min; Avg Throughput: @ Bytes/min; 1 Min Peak Throughput: @ Bytes/min



Example Packet Post Office Session

Ll Packet Post Office Session - O
Exit  Settings ChaWWgl Selection 1200 Baud  Start  Stop
Connection type:  Direct - M7UWE-10 | Via || | , |
Connection script: v Edit script  Add script  Remove script
Received: 624 Sent: 93 Time to nexfNutoconnect = Disabled
*¥** Starting to call N7UWX-1@
*** Dpening KISS over TCP Host MV.9.8.1 Port 3186
*** Connecting to N7UWX-18
*#*% Connected to N7UWX-12 at 2826/8g/18 22:85:23
Welcome to the N7UWX-18 Winlink GatewMy! Packet Post Office.
This is an RM5S Post Office. Messages w1l be stored in the local database. Messages
are not sent to the Winlink network.
sWL2K-RM5_Relay
[WL2K-3.3.3.2-B2FWIHME]
;PQ: 51344358
N7UWX RMS Relay
3P NTUWX
[RMS Express-1.8.4.1-B2FHME]
sPR: 34872777
5 N7UWX-18 DE N7UWX (DN41CR)
FF
sPM N7UWX S24500W03ISY 271 Id?CSf Test for CCARES Winlink Post Office
FC EM 5245UIWQ3ISY 333 271 @
F> 5B
F5 Y
*¥*¥ Receiving S5245UIVQ3ISY
BEE S245UIVQIISY - 2527223 bytes received
*##% Bytes: 317, Time: @@:81, bytes/minute: 13448
FF
FF
FQ
*##% _—- End of session with N7UWX-18 at 2826/88/1@ 22:85:56 ---
®EE Messages sent: 8. Total bytes sent: 8, Time: 88:28, bytes/minute: 8
*** Messages Received: 1. Total bytes received: 317, Total session time: @8:23,

bytes/minute: BG3

*®** Disconnecting

FQ

*#** Disconnecting

*#*%* Disconnected at 2826/88/18 22:85:59

*#*#%* Disconnect reported.
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