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184940 CONTACTORS 1 DESIGN TYPE AC-6B DESIGN TYPE: AC-6B, CURRENT RATING: 84 A, VOLTAGE RATING: 690 V, CONTACT TYPE: 3NO, MOUNTING DETAILS: DIN RAIL, SCREW, FREQUENCY RATING: 50/60 HZ, POLE QUANTITY: 3, CERTIFICATION: CCC CERTIFIED, CE CERTIFIED, CSA CERTIFIED, ROHS COMPLIANT, UL LISTED, AUXILIARY CONTACT VOLTAGE: 230 VAC
184940 CONTACTORS 2 CURRENT RATING 84 A DESIGN TYPE: AC-6B, CURRENT RATING: 84 A, VOLTAGE RATING: 690 V, CONTACT TYPE: 3NO, MOUNTING DETAILS: DIN RAIL, SCREW, FREQUENCY RATING: 50/60 HZ, POLE QUANTITY: 3, CERTIFICATION: CCC CERTIFIED, CE CERTIFIED, CSA CERTIFIED, ROHS COMPLIANT, UL LISTED, AUXILIARY CONTACT VOLTAGE: 230 VAC
184940 CONTACTORS 3 VOLTAGE RATING 690 V DESIGN TYPE: AC-6B, CURRENT RATING: 84 A, VOLTAGE RATING: 690 V, CONTACT TYPE: 3NO, MOUNTING DETAILS: DIN RAIL, SCREW, FREQUENCY RATING: 50/60 HZ, POLE QUANTITY: 3, CERTIFICATION: CCC CERTIFIED, CE CERTIFIED, CSA CERTIFIED, ROHS COMPLIANT, UL LISTED, AUXILIARY CONTACT VOLTAGE: 230 VAC
184940 CONTACTORS 4 CONTACT TYPE 3NO DESIGN TYPE: AC-6B, CURRENT RATING: 84 A, VOLTAGE RATING: 690 V, CONTACT TYPE: 3NO, MOUNTING DETAILS: DIN RAIL, SCREW, FREQUENCY RATING: 50/60 HZ, POLE QUANTITY: 3, CERTIFICATION: CCC CERTIFIED, CE CERTIFIED, CSA CERTIFIED, ROHS COMPLIANT, UL LISTED, AUXILIARY CONTACT VOLTAGE: 230 VAC
184940 CONTACTORS 5 MOUNTING DETAILS DIN RAIL DESIGN TYPE: AC-6B, CURRENT RATING: 84 A, VOLTAGE RATING: 690 V, CONTACT TYPE: 3NO, MOUNTING DETAILS: DIN RAIL, SCREW, FREQUENCY RATING: 50/60 HZ, POLE QUANTITY: 3, CERTIFICATION: CCC CERTIFIED, CE CERTIFIED, CSA CERTIFIED, ROHS COMPLIANT, UL LISTED, AUXILIARY CONTACT VOLTAGE: 230 VAC
184940 CONTACTORS 5 MOUNTING DETAILS SCREW DESIGN TYPE: AC-6B, CURRENT RATING: 84 A, VOLTAGE RATING: 690 V, CONTACT TYPE: 3NO, MOUNTING DETAILS: DIN RAIL, SCREW, FREQUENCY RATING: 50/60 HZ, POLE QUANTITY: 3, CERTIFICATION: CCC CERTIFIED, CE CERTIFIED, CSA CERTIFIED, ROHS COMPLIANT, UL LISTED, AUXILIARY CONTACT VOLTAGE: 230 VAC
184940 CONTACTORS 6 FREQUENCY RATING 50/60 HZ DESIGN TYPE: AC-6B, CURRENT RATING: 84 A, VOLTAGE RATING: 690 V, CONTACT TYPE: 3NO, MOUNTING DETAILS: DIN RAIL, SCREW, FREQUENCY RATING: 50/60 HZ, POLE QUANTITY: 3, CERTIFICATION: CCC CERTIFIED, CE CERTIFIED, CSA CERTIFIED, ROHS COMPLIANT, UL LISTED, AUXILIARY CONTACT VOLTAGE: 230 VAC
184940 CONTACTORS 7 POLE QUANTITY 3 DESIGN TYPE: AC-6B, CURRENT RATING: 84 A, VOLTAGE RATING: 690 V, CONTACT TYPE: 3NO, MOUNTING DETAILS: DIN RAIL, SCREW, FREQUENCY RATING: 50/60 HZ, POLE QUANTITY: 3, CERTIFICATION: CCC CERTIFIED, CE CERTIFIED, CSA CERTIFIED, ROHS COMPLIANT, UL LISTED, AUXILIARY CONTACT VOLTAGE: 230 VAC
184940 CONTACTORS 8 CERTIFICATION CCC CERTIFIED DESIGN TYPE: AC-6B, CURRENT RATING: 84 A, VOLTAGE RATING: 690 V, CONTACT TYPE: 3NO, MOUNTING DETAILS: DIN RAIL, SCREW, FREQUENCY RATING: 50/60 HZ, POLE QUANTITY: 3, CERTIFICATION: CCC CERTIFIED, CE CERTIFIED, CSA CERTIFIED, ROHS COMPLIANT, UL LISTED, AUXILIARY CONTACT VOLTAGE: 230 VAC
184940 CONTACTORS 8 CERTIFICATION CE CERTIFIED DESIGN TYPE: AC-6B, CURRENT RATING: 84 A, VOLTAGE RATING: 690 V, CONTACT TYPE: 3NO, MOUNTING DETAILS: DIN RAIL, SCREW, FREQUENCY RATING: 50/60 HZ, POLE QUANTITY: 3, CERTIFICATION: CCC CERTIFIED, CE CERTIFIED, CSA CERTIFIED, ROHS COMPLIANT, UL LISTED, AUXILIARY CONTACT VOLTAGE: 230 VAC
184940 CONTACTORS 8 CERTIFICATION CSA CERTIFIED DESIGN TYPE: AC-6B, CURRENT RATING: 84 A, VOLTAGE RATING: 690 V, CONTACT TYPE: 3NO, MOUNTING DETAILS: DIN RAIL, SCREW, FREQUENCY RATING: 50/60 HZ, POLE QUANTITY: 3, CERTIFICATION: CCC CERTIFIED, CE CERTIFIED, CSA CERTIFIED, ROHS COMPLIANT, UL LISTED, AUXILIARY CONTACT VOLTAGE: 230 VAC
184940 CONTACTORS 8 CERTIFICATION ROHS COMPLIANT DESIGN TYPE: AC-6B, CURRENT RATING: 84 A, VOLTAGE RATING: 690 V, CONTACT TYPE: 3NO, MOUNTING DETAILS: DIN RAIL, SCREW, FREQUENCY RATING: 50/60 HZ, POLE QUANTITY: 3, CERTIFICATION: CCC CERTIFIED, CE CERTIFIED, CSA CERTIFIED, ROHS COMPLIANT, UL LISTED, AUXILIARY CONTACT VOLTAGE: 230 VAC
184940 CONTACTORS 8 CERTIFICATION UL LISTED DESIGN TYPE: AC-6B, CURRENT RATING: 84 A, VOLTAGE RATING: 690 V, CONTACT TYPE: 3NO, MOUNTING DETAILS: DIN RAIL, SCREW, FREQUENCY RATING: 50/60 HZ, POLE QUANTITY: 3, CERTIFICATION: CCC CERTIFIED, CE CERTIFIED, CSA CERTIFIED, ROHS COMPLIANT, UL LISTED, AUXILIARY CONTACT VOLTAGE: 230 VAC
184940 CONTACTORS 9 AUXILIARY CONTACT VOLTAGE 230 VAC DESIGN TYPE: AC-6B, CURRENT RATING: 84 A, VOLTAGE RATING: 690 V, CONTACT TYPE: 3NO, MOUNTING DETAILS: DIN RAIL, SCREW, FREQUENCY RATING: 50/60 HZ, POLE QUANTITY: 3, CERTIFICATION: CCC CERTIFIED, CE CERTIFIED, CSA CERTIFIED, ROHS COMPLIANT, UL LISTED, AUXILIARY CONTACT VOLTAGE: 230 VAC
116611 MINIATURE CIRCUIT BREAKERS 1 DESIGN TYPE MINIATURE DESIGN TYPE: MINIATURE, CURRENT RATING: 6 A, TRIP RELEASE CHARACTERISTIC: B, BREAKING CAPACITY: 10 kA, POLE QUANTITY: 1, VOLTAGE RATING: 230 V, RATED OPERATIONAL VOLTAGE: 230 V, MINIMUM ACCOMMODATED WIRE SIZE: 0.75 mm2, MAXIMUM ACCOMMODATED WIRE SIZE: 25 mm2, FREQUENCY RATING: 50/60 HZ, CERTIFICATION: IEC, CSA CERTIFIED, UL RATED, STANDARD: IEC 898, CSA C22.2 NO. 235, UL 1077
116611 MINIATURE CIRCUIT BREAKERS 2 CURRENT RATING 6 A DESIGN TYPE: MINIATURE, CURRENT RATING: 6 A, TRIP RELEASE CHARACTERISTIC: B, BREAKING CAPACITY: 10 kA, POLE QUANTITY: 1, VOLTAGE RATING: 230 V, RATED OPERATIONAL VOLTAGE: 230 V, MINIMUM ACCOMMODATED WIRE SIZE: 0.75 mm2, MAXIMUM ACCOMMODATED WIRE SIZE: 25 mm2, FREQUENCY RATING: 50/60 HZ, CERTIFICATION: IEC, CSA CERTIFIED, UL RATED, STANDARD: IEC 898, CSA C22.2 NO. 235, UL 1077
116611 MINIATURE CIRCUIT BREAKERS 3 TRIP RELEASE CHARACTERISTIC B DESIGN TYPE: MINIATURE, CURRENT RATING: 6 A, TRIP RELEASE CHARACTERISTIC: B, BREAKING CAPACITY: 10 kA, POLE QUANTITY: 1, VOLTAGE RATING: 230 V, RATED OPERATIONAL VOLTAGE: 230 V, MINIMUM ACCOMMODATED WIRE SIZE: 0.75 mm2, MAXIMUM ACCOMMODATED WIRE SIZE: 25 mm2, FREQUENCY RATING: 50/60 HZ, CERTIFICATION: IEC, CSA CERTIFIED, UL RATED, STANDARD: IEC 898, CSA C22.2 NO. 235, UL 1077
116611 MINIATURE CIRCUIT BREAKERS 4 BREAKING CAPACITY 10 kA DESIGN TYPE: MINIATURE, CURRENT RATING: 6 A, TRIP RELEASE CHARACTERISTIC: B, BREAKING CAPACITY: 10 kA, POLE QUANTITY: 1, VOLTAGE RATING: 230 V, RATED OPERATIONAL VOLTAGE: 230 V, MINIMUM ACCOMMODATED WIRE SIZE: 0.75 mm2, MAXIMUM ACCOMMODATED WIRE SIZE: 25 mm2, FREQUENCY RATING: 50/60 HZ, CERTIFICATION: IEC, CSA CERTIFIED, UL RATED, STANDARD: IEC 898, CSA C22.2 NO. 235, UL 1077
116611 MINIATURE CIRCUIT BREAKERS 5 POLE QUANTITY 1 DESIGN TYPE: MINIATURE, CURRENT RATING: 6 A, TRIP RELEASE CHARACTERISTIC: B, BREAKING CAPACITY: 10 kA, POLE QUANTITY: 1, VOLTAGE RATING: 230 V, RATED OPERATIONAL VOLTAGE: 230 V, MINIMUM ACCOMMODATED WIRE SIZE: 0.75 mm2, MAXIMUM ACCOMMODATED WIRE SIZE: 25 mm2, FREQUENCY RATING: 50/60 HZ, CERTIFICATION: IEC, CSA CERTIFIED, UL RATED, STANDARD: IEC 898, CSA C22.2 NO. 235, UL 1077
116611 MINIATURE CIRCUIT BREAKERS 6 VOLTAGE RATING 230 V DESIGN TYPE: MINIATURE, CURRENT RATING: 6 A, TRIP RELEASE CHARACTERISTIC: B, BREAKING CAPACITY: 10 kA, POLE QUANTITY: 1, VOLTAGE RATING: 230 V, RATED OPERATIONAL VOLTAGE: 230 V, MINIMUM ACCOMMODATED WIRE SIZE: 0.75 mm2, MAXIMUM ACCOMMODATED WIRE SIZE: 25 mm2, FREQUENCY RATING: 50/60 HZ, CERTIFICATION: IEC, CSA CERTIFIED, UL RATED, STANDARD: IEC 898, CSA C22.2 NO. 235, UL 1077
116611 MINIATURE CIRCUIT BREAKERS 7 RATED OPERATIONAL VOLTAGE 230 V DESIGN TYPE: MINIATURE, CURRENT RATING: 6 A, TRIP RELEASE CHARACTERISTIC: B, BREAKING CAPACITY: 10 kA, POLE QUANTITY: 1, VOLTAGE RATING: 230 V, RATED OPERATIONAL VOLTAGE: 230 V, MINIMUM ACCOMMODATED WIRE SIZE: 0.75 mm2, MAXIMUM ACCOMMODATED WIRE SIZE: 25 mm2, FREQUENCY RATING: 50/60 HZ, CERTIFICATION: IEC, CSA CERTIFIED, UL RATED, STANDARD: IEC 898, CSA C22.2 NO. 235, UL 1077
116611 MINIATURE CIRCUIT BREAKERS 8 MINIMUM ACCOMMODATED WIRE SIZE 0.75 mm2 DESIGN TYPE: MINIATURE, CURRENT RATING: 6 A, TRIP RELEASE CHARACTERISTIC: B, BREAKING CAPACITY: 10 kA, POLE QUANTITY: 1, VOLTAGE RATING: 230 V, RATED OPERATIONAL VOLTAGE: 230 V, MINIMUM ACCOMMODATED WIRE SIZE: 0.75 mm2, MAXIMUM ACCOMMODATED WIRE SIZE: 25 mm2, FREQUENCY RATING: 50/60 HZ, CERTIFICATION: IEC, CSA CERTIFIED, UL RATED, STANDARD: IEC 898, CSA C22.2 NO. 235, UL 1077
116611 MINIATURE CIRCUIT BREAKERS 9 MAXIMUM ACCOMMODATED WIRE SIZE 25 mm2 DESIGN TYPE: MINIATURE, CURRENT RATING: 6 A, TRIP RELEASE CHARACTERISTIC: B, BREAKING CAPACITY: 10 kA, POLE QUANTITY: 1, VOLTAGE RATING: 230 V, RATED OPERATIONAL VOLTAGE: 230 V, MINIMUM ACCOMMODATED WIRE SIZE: 0.75 mm2, MAXIMUM ACCOMMODATED WIRE SIZE: 25 mm2, FREQUENCY RATING: 50/60 HZ, CERTIFICATION: IEC, CSA CERTIFIED, UL RATED, STANDARD: IEC 898, CSA C22.2 NO. 235, UL 1077
116611 MINIATURE CIRCUIT BREAKERS 10 FREQUENCY RATING 50/60 HZ DESIGN TYPE: MINIATURE, CURRENT RATING: 6 A, TRIP RELEASE CHARACTERISTIC: B, BREAKING CAPACITY: 10 kA, POLE QUANTITY: 1, VOLTAGE RATING: 230 V, RATED OPERATIONAL VOLTAGE: 230 V, MINIMUM ACCOMMODATED WIRE SIZE: 0.75 mm2, MAXIMUM ACCOMMODATED WIRE SIZE: 25 mm2, FREQUENCY RATING: 50/60 HZ, CERTIFICATION: IEC, CSA CERTIFIED, UL RATED, STANDARD: IEC 898, CSA C22.2 NO. 235, UL 1077
116611 MINIATURE CIRCUIT BREAKERS 11 CERTIFICATION IEC DESIGN TYPE: MINIATURE, CURRENT RATING: 6 A, TRIP RELEASE CHARACTERISTIC: B, BREAKING CAPACITY: 10 kA, POLE QUANTITY: 1, VOLTAGE RATING: 230 V, RATED OPERATIONAL VOLTAGE: 230 V, MINIMUM ACCOMMODATED WIRE SIZE: 0.75 mm2, MAXIMUM ACCOMMODATED WIRE SIZE: 25 mm2, FREQUENCY RATING: 50/60 HZ, CERTIFICATION: IEC, CSA CERTIFIED, UL RATED, STANDARD: IEC 898, CSA C22.2 NO. 235, UL 1077
116611 MINIATURE CIRCUIT BREAKERS 11 CERTIFICATION CSA CERTIFIED DESIGN TYPE: MINIATURE, CURRENT RATING: 6 A, TRIP RELEASE CHARACTERISTIC: B, BREAKING CAPACITY: 10 kA, POLE QUANTITY: 1, VOLTAGE RATING: 230 V, RATED OPERATIONAL VOLTAGE: 230 V, MINIMUM ACCOMMODATED WIRE SIZE: 0.75 mm2, MAXIMUM ACCOMMODATED WIRE SIZE: 25 mm2, FREQUENCY RATING: 50/60 HZ, CERTIFICATION: IEC, CSA CERTIFIED, UL RATED, STANDARD: IEC 898, CSA C22.2 NO. 235, UL 1077
116611 MINIATURE CIRCUIT BREAKERS 11 CERTIFICATION UL RATED DESIGN TYPE: MINIATURE, CURRENT RATING: 6 A, TRIP RELEASE CHARACTERISTIC: B, BREAKING CAPACITY: 10 kA, POLE QUANTITY: 1, VOLTAGE RATING: 230 V, RATED OPERATIONAL VOLTAGE: 230 V, MINIMUM ACCOMMODATED WIRE SIZE: 0.75 mm2, MAXIMUM ACCOMMODATED WIRE SIZE: 25 mm2, FREQUENCY RATING: 50/60 HZ, CERTIFICATION: IEC, CSA CERTIFIED, UL RATED, STANDARD: IEC 898, CSA C22.2 NO. 235, UL 1077
116611 MINIATURE CIRCUIT BREAKERS 12 STANDARD IEC 898 DESIGN TYPE: MINIATURE, CURRENT RATING: 6 A, TRIP RELEASE CHARACTERISTIC: B, BREAKING CAPACITY: 10 kA, POLE QUANTITY: 1, VOLTAGE RATING: 230 V, RATED OPERATIONAL VOLTAGE: 230 V, MINIMUM ACCOMMODATED WIRE SIZE: 0.75 mm2, MAXIMUM ACCOMMODATED WIRE SIZE: 25 mm2, FREQUENCY RATING: 50/60 HZ, CERTIFICATION: IEC, CSA CERTIFIED, UL RATED, STANDARD: IEC 898, CSA C22.2 NO. 235, UL 1077
116611 MINIATURE CIRCUIT BREAKERS 12 STANDARD CSA C22.2 NO. 235 DESIGN TYPE: MINIATURE, CURRENT RATING: 6 A, TRIP RELEASE CHARACTERISTIC: B, BREAKING CAPACITY: 10 kA, POLE QUANTITY: 1, VOLTAGE RATING: 230 V, RATED OPERATIONAL VOLTAGE: 230 V, MINIMUM ACCOMMODATED WIRE SIZE: 0.75 mm2, MAXIMUM ACCOMMODATED WIRE SIZE: 25 mm2, FREQUENCY RATING: 50/60 HZ, CERTIFICATION: IEC, CSA CERTIFIED, UL RATED, STANDARD: IEC 898, CSA C22.2 NO. 235, UL 1077
116611 MINIATURE CIRCUIT BREAKERS 12 STANDARD UL 1077 DESIGN TYPE: MINIATURE, CURRENT RATING: 6 A, TRIP RELEASE CHARACTERISTIC: B, BREAKING CAPACITY: 10 kA, POLE QUANTITY: 1, VOLTAGE RATING: 230 V, RATED OPERATIONAL VOLTAGE: 230 V, MINIMUM ACCOMMODATED WIRE SIZE: 0.75 mm2, MAXIMUM ACCOMMODATED WIRE SIZE: 25 mm2, FREQUENCY RATING: 50/60 HZ, CERTIFICATION: IEC, CSA CERTIFIED, UL RATED, STANDARD: IEC 898, CSA C22.2 NO. 235, UL 1077
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184940 CONTACTORS 1 DESIGN TYPE AC-6B DESIGN TYPE: AC-6B, CURRENT RATING: 84 A, VOLTAGE RATING: 690 V, CONTACT TYPE: 3NO, MOUNTING DETAILS: DIN RAIL, SCREW, FREQUENCY RATING: 50/60 HZ, POLE QUANTITY: 3, CERTIFICATION: CCC CERTIFIED, CE CERTIFIED, CSA CERTIFIED, ROHS COMPLIANT, UL LISTED, AUXILIARY CONTACT VOLTAGE: 230 VAC
184940 CONTACTORS 2 CURRENT RATING 84 A DESIGN TYPE: AC-6B, CURRENT RATING: 84 A, VOLTAGE RATING: 690 V, CONTACT TYPE: 3NO, MOUNTING DETAILS: DIN RAIL, SCREW, FREQUENCY RATING: 50/60 HZ, POLE QUANTITY: 3, CERTIFICATION: CCC CERTIFIED, CE CERTIFIED, CSA CERTIFIED, ROHS COMPLIANT, UL LISTED, AUXILIARY CONTACT VOLTAGE: 230 VAC
184940 CONTACTORS 3 VOLTAGE RATING 690 V DESIGN TYPE: AC-6B, CURRENT RATING: 84 A, VOLTAGE RATING: 690 V, CONTACT TYPE: 3NO, MOUNTING DETAILS: DIN RAIL, SCREW, FREQUENCY RATING: 50/60 HZ, POLE QUANTITY: 3, CERTIFICATION: CCC CERTIFIED, CE CERTIFIED, CSA CERTIFIED, ROHS COMPLIANT, UL LISTED, AUXILIARY CONTACT VOLTAGE: 230 VAC
184940 CONTACTORS 4 CONTACT TYPE 3NO DESIGN TYPE: AC-6B, CURRENT RATING: 84 A, VOLTAGE RATING: 690 V, CONTACT TYPE: 3NO, MOUNTING DETAILS: DIN RAIL, SCREW, FREQUENCY RATING: 50/60 HZ, POLE QUANTITY: 3, CERTIFICATION: CCC CERTIFIED, CE CERTIFIED, CSA CERTIFIED, ROHS COMPLIANT, UL LISTED, AUXILIARY CONTACT VOLTAGE: 230 VAC
184940 CONTACTORS 5 MOUNTING DETAILSDIN RAIL DESIGN TYPE: AC-6B, CURRENT RATING: 84 A, VOLTAGE RATING: 690 V, CONTACT TYPE: 3NO, MOUNTING DETAILS: DIN RAIL, SCREW, FREQUENCY RATING: 50/60 HZ, POLE QUANTITY: 3, CERTIFICATION: CCC CERTIFIED, CE CERTIFIED, CSA CERTIFIED, ROHS COMPLIANT, UL LISTED, AUXILIARY CONTACT VOLTAGE: 230 VAC
116611 MINIATURE CIRCUIT BREAKERS1 DESIGN TYPE MINIATURE DESIGN TYPE: MINIATURE, CURRENT RATING: 6 A, TRIP RELEASE CHARACTERISTIC: B, BREAKING CAPACITY: 10 kA, POLE QUANTITY: 1, VOLTAGE RATING: 230 V, RATED OPERATIONAL VOLTAGE: 230 V, MINIMUM ACCOMMODATED WIRE SIZE: 0.75 mm2, MAXIMUM ACCOMMODATED WIRE SIZE: 25 mm2, FREQUENCY RATING: 50/60 HZ, CERTIFICATION: IEC, CSA CERTIFIED, UL RATED, STANDARD: IEC 898, CSA C22.2 NO. 235, UL 1077
116611 MINIATURE CIRCUIT BREAKERS2 CURRENT RATING6 A DESIGN TYPE: MINIATURE, CURRENT RATING: 6 A, TRIP RELEASE CHARACTERISTIC: B, BREAKING CAPACITY: 10 kA, POLE QUANTITY: 1, VOLTAGE RATING: 230 V, RATED OPERATIONAL VOLTAGE: 230 V, MINIMUM ACCOMMODATED WIRE SIZE: 0.75 mm2, MAXIMUM ACCOMMODATED WIRE SIZE: 25 mm2, FREQUENCY RATING: 50/60 HZ, CERTIFICATION: IEC, CSA CERTIFIED, UL RATED, STANDARD: IEC 898, CSA C22.2 NO. 235, UL 1077
116611 MINIATURE CIRCUIT BREAKERS3 TRIP RELEASE CHARACTERISTICB DESIGN TYPE: MINIATURE, CURRENT RATING: 6 A, TRIP RELEASE CHARACTERISTIC: B, BREAKING CAPACITY: 10 kA, POLE QUANTITY: 1, VOLTAGE RATING: 230 V, RATED OPERATIONAL VOLTAGE: 230 V, MINIMUM ACCOMMODATED WIRE SIZE: 0.75 mm2, MAXIMUM ACCOMMODATED WIRE SIZE: 25 mm2, FREQUENCY RATING: 50/60 HZ, CERTIFICATION: IEC, CSA CERTIFIED, UL RATED, STANDARD: IEC 898, CSA C22.2 NO. 235, UL 1077
116611 MINIATURE CIRCUIT BREAKERS4 BREAKING CAPACITY 10 kA DESIGN TYPE: MINIATURE, CURRENT RATING: 6 A, TRIP RELEASE CHARACTERISTIC: B, BREAKING CAPACITY: 10 kA, POLE QUANTITY: 1, VOLTAGE RATING: 230 V, RATED OPERATIONAL VOLTAGE: 230 V, MINIMUM ACCOMMODATED WIRE SIZE: 0.75 mm2, MAXIMUM ACCOMMODATED WIRE SIZE: 25 mm2, FREQUENCY RATING: 50/60 HZ, CERTIFICATION: IEC, CSA CERTIFIED, UL RATED, STANDARD: IEC 898, CSA C22.2 NO. 235, UL 1077
116611 MINIATURE CIRCUIT BREAKERS5 POLE QUANTITY1 DESIGN TYPE: MINIATURE, CURRENT RATING: 6 A, TRIP RELEASE CHARACTERISTIC: B, BREAKING CAPACITY: 10 kA, POLE QUANTITY: 1, VOLTAGE RATING: 230 V, RATED OPERATIONAL VOLTAGE: 230 V, MINIMUM ACCOMMODATED WIRE SIZE: 0.75 mm2, MAXIMUM ACCOMMODATED WIRE SIZE: 25 mm2, FREQUENCY RATING: 50/60 HZ, CERTIFICATION: IEC, CSA CERTIFIED, UL RATED, STANDARD: IEC 898, CSA C22.2 NO. 235, UL 1077
116611 MINIATURE CIRCUIT BREAKERS6 VOLTAGE RATING230 V DESIGN TYPE: MINIATURE, CURRENT RATING: 6 A, TRIP RELEASE CHARACTERISTIC: B, BREAKING CAPACITY: 10 kA, POLE QUANTITY: 1, VOLTAGE RATING: 230 V, RATED OPERATIONAL VOLTAGE: 230 V, MINIMUM ACCOMMODATED WIRE SIZE: 0.75 mm2, MAXIMUM ACCOMMODATED WIRE SIZE: 25 mm2, FREQUENCY RATING: 50/60 HZ, CERTIFICATION: IEC, CSA CERTIFIED, UL RATED, STANDARD: IEC 898, CSA C22.2 NO. 235, UL 1077
116611 MINIATURE CIRCUIT BREAKERS7 RATED OPERATIONAL VOLTAGE230 V DESIGN TYPE: MINIATURE, CURRENT RATING: 6 A, TRIP RELEASE CHARACTERISTIC: B, BREAKING CAPACITY: 10 kA, POLE QUANTITY: 1, VOLTAGE RATING: 230 V, RATED OPERATIONAL VOLTAGE: 230 V, MINIMUM ACCOMMODATED WIRE SIZE: 0.75 mm2, MAXIMUM ACCOMMODATED WIRE SIZE: 25 mm2, FREQUENCY RATING: 50/60 HZ, CERTIFICATION: IEC, CSA CERTIFIED, UL RATED, STANDARD: IEC 898, CSA C22.2 NO. 235, UL 1077
116611 MINIATURE CIRCUIT BREAKERS8 MINIMUM ACCOMMODATED WIRE SIZE0.75 mm2 DESIGN TYPE: MINIATURE, CURRENT RATING: 6 A, TRIP RELEASE CHARACTERISTIC: B, BREAKING CAPACITY: 10 kA, POLE QUANTITY: 1, VOLTAGE RATING: 230 V, RATED OPERATIONAL VOLTAGE: 230 V, MINIMUM ACCOMMODATED WIRE SIZE: 0.75 mm2, MAXIMUM ACCOMMODATED WIRE SIZE: 25 mm2, FREQUENCY RATING: 50/60 HZ, CERTIFICATION: IEC, CSA CERTIFIED, UL RATED, STANDARD: IEC 898, CSA C22.2 NO. 235, UL 1077
116611 MINIATURE CIRCUIT BREAKERS9 MAXIMUM ACCOMMODATED WIRE SIZE25 mm2 DESIGN TYPE: MINIATURE, CURRENT RATING: 6 A, TRIP RELEASE CHARACTERISTIC: B, BREAKING CAPACITY: 10 kA, POLE QUANTITY: 1, VOLTAGE RATING: 230 V, RATED OPERATIONAL VOLTAGE: 230 V, MINIMUM ACCOMMODATED WIRE SIZE: 0.75 mm2, MAXIMUM ACCOMMODATED WIRE SIZE: 25 mm2, FREQUENCY RATING: 50/60 HZ, CERTIFICATION: IEC, CSA CERTIFIED, UL RATED, STANDARD: IEC 898, CSA C22.2 NO. 235, UL 1077
184940 CONTACTORS 5 MOUNTING DETAILSSCREW DESIGN TYPE: AC-6B, CURRENT RATING: 84 A, VOLTAGE RATING: 690 V, CONTACT TYPE: 3NO, MOUNTING DETAILS: DIN RAIL, SCREW, FREQUENCY RATING: 50/60 HZ, POLE QUANTITY: 3, CERTIFICATION: CCC CERTIFIED, CE CERTIFIED, CSA CERTIFIED, ROHS COMPLIANT, UL LISTED, AUXILIARY CONTACT VOLTAGE: 230 VAC
184940 CONTACTORS 6 FREQUENCY RATING50/60 HZ DESIGN TYPE: AC-6B, CURRENT RATING: 84 A, VOLTAGE RATING: 690 V, CONTACT TYPE: 3NO, MOUNTING DETAILS: DIN RAIL, SCREW, FREQUENCY RATING: 50/60 HZ, POLE QUANTITY: 3, CERTIFICATION: CCC CERTIFIED, CE CERTIFIED, CSA CERTIFIED, ROHS COMPLIANT, UL LISTED, AUXILIARY CONTACT VOLTAGE: 230 VAC
184940 CONTACTORS 7 POLE QUANTITY3 DESIGN TYPE: AC-6B, CURRENT RATING: 84 A, VOLTAGE RATING: 690 V, CONTACT TYPE: 3NO, MOUNTING DETAILS: DIN RAIL, SCREW, FREQUENCY RATING: 50/60 HZ, POLE QUANTITY: 3, CERTIFICATION: CCC CERTIFIED, CE CERTIFIED, CSA CERTIFIED, ROHS COMPLIANT, UL LISTED, AUXILIARY CONTACT VOLTAGE: 230 VAC
184940 CONTACTORS 8 CERTIFICATIONCCC CERTIFIED DESIGN TYPE: AC-6B, CURRENT RATING: 84 A, VOLTAGE RATING: 690 V, CONTACT TYPE: 3NO, MOUNTING DETAILS: DIN RAIL, SCREW, FREQUENCY RATING: 50/60 HZ, POLE QUANTITY: 3, CERTIFICATION: CCC CERTIFIED, CE CERTIFIED, CSA CERTIFIED, ROHS COMPLIANT, UL LISTED, AUXILIARY CONTACT VOLTAGE: 230 VAC
184940 CONTACTORS 8 CERTIFICATIONCE CERTIFIED DESIGN TYPE: AC-6B, CURRENT RATING: 84 A, VOLTAGE RATING: 690 V, CONTACT TYPE: 3NO, MOUNTING DETAILS: DIN RAIL, SCREW, FREQUENCY RATING: 50/60 HZ, POLE QUANTITY: 3, CERTIFICATION: CCC CERTIFIED, CE CERTIFIED, CSA CERTIFIED, ROHS COMPLIANT, UL LISTED, AUXILIARY CONTACT VOLTAGE: 230 VAC
184940 CONTACTORS 8 CERTIFICATIONCSA CERTIFIED DESIGN TYPE: AC-6B, CURRENT RATING: 84 A, VOLTAGE RATING: 690 V, CONTACT TYPE: 3NO, MOUNTING DETAILS: DIN RAIL, SCREW, FREQUENCY RATING: 50/60 HZ, POLE QUANTITY: 3, CERTIFICATION: CCC CERTIFIED, CE CERTIFIED, CSA CERTIFIED, ROHS COMPLIANT, UL LISTED, AUXILIARY CONTACT VOLTAGE: 230 VAC
116611 MINIATURE CIRCUIT BREAKERS12 STANDARD IEC 898 DESIGN TYPE: MINIATURE, CURRENT RATING: 6 A, TRIP RELEASE CHARACTERISTIC: B, BREAKING CAPACITY: 10 kA, POLE QUANTITY: 1, VOLTAGE RATING: 230 V, RATED OPERATIONAL VOLTAGE: 230 V, MINIMUM ACCOMMODATED WIRE SIZE: 0.75 mm2, MAXIMUM ACCOMMODATED WIRE SIZE: 25 mm2, FREQUENCY RATING: 50/60 HZ, CERTIFICATION: IEC, CSA CERTIFIED, UL RATED, STANDARD: IEC 898, CSA C22.2 NO. 235, UL 1077
116611 MINIATURE CIRCUIT BREAKERS12 STANDARD CSA C22.2 NO. 235 DESIGN TYPE: MINIATURE, CURRENT RATING: 6 A, TRIP RELEASE CHARACTERISTIC: B, BREAKING CAPACITY: 10 kA, POLE QUANTITY: 1, VOLTAGE RATING: 230 V, RATED OPERATIONAL VOLTAGE: 230 V, MINIMUM ACCOMMODATED WIRE SIZE: 0.75 mm2, MAXIMUM ACCOMMODATED WIRE SIZE: 25 mm2, FREQUENCY RATING: 50/60 HZ, CERTIFICATION: IEC, CSA CERTIFIED, UL RATED, STANDARD: IEC 898, CSA C22.2 NO. 235, UL 1077
116611 MINIATURE CIRCUIT BREAKERS12 STANDARD UL 1077 DESIGN TYPE: MINIATURE, CURRENT RATING: 6 A, TRIP RELEASE CHARACTERISTIC: B, BREAKING CAPACITY: 10 kA, POLE QUANTITY: 1, VOLTAGE RATING: 230 V, RATED OPERATIONAL VOLTAGE: 230 V, MINIMUM ACCOMMODATED WIRE SIZE: 0.75 mm2, MAXIMUM ACCOMMODATED WIRE SIZE: 25 mm2, FREQUENCY RATING: 50/60 HZ, CERTIFICATION: IEC, CSA CERTIFIED, UL RATED, STANDARD: IEC 898, CSA C22.2 NO. 235, UL 1077
184940 CONTACTORS 9 AUXILIARY CONTACT VOLTAGE230 VAC DESIGN TYPE: AC-6B, CURRENT RATING: 84 A, VOLTAGE RATING: 690 V, CONTACT TYPE: 3NO, MOUNTING DETAILS: DIN RAIL, SCREW, FREQUENCY RATING: 50/60 HZ, POLE QUANTITY: 3, CERTIFICATION: CCC CERTIFIED, CE CERTIFIED, CSA CERTIFIED, ROHS COMPLIANT, UL LISTED, AUXILIARY CONTACT VOLTAGE: 230 VAC
116611 MINIATURE CIRCUIT BREAKERS10 FREQUENCY RATING50/60 HZ DESIGN TYPE: MINIATURE, CURRENT RATING: 6 A, TRIP RELEASE CHARACTERISTIC: B, BREAKING CAPACITY: 10 kA, POLE QUANTITY: 1, VOLTAGE RATING: 230 V, RATED OPERATIONAL VOLTAGE: 230 V, MINIMUM ACCOMMODATED WIRE SIZE: 0.75 mm2, MAXIMUM ACCOMMODATED WIRE SIZE: 25 mm2, FREQUENCY RATING: 50/60 HZ, CERTIFICATION: IEC, CSA CERTIFIED, UL RATED, STANDARD: IEC 898, CSA C22.2 NO. 235, UL 1077
116611 MINIATURE CIRCUIT BREAKERS11 CERTIFICATIONIEC DESIGN TYPE: MINIATURE, CURRENT RATING: 6 A, TRIP RELEASE CHARACTERISTIC: B, BREAKING CAPACITY: 10 kA, POLE QUANTITY: 1, VOLTAGE RATING: 230 V, RATED OPERATIONAL VOLTAGE: 230 V, MINIMUM ACCOMMODATED WIRE SIZE: 0.75 mm2, MAXIMUM ACCOMMODATED WIRE SIZE: 25 mm2, FREQUENCY RATING: 50/60 HZ, CERTIFICATION: IEC, CSA CERTIFIED, UL RATED, STANDARD: IEC 898, CSA C22.2 NO. 235, UL 1077
116611 MINIATURE CIRCUIT BREAKERS11 CERTIFICATIONCSA CERTIFIED DESIGN TYPE: MINIATURE, CURRENT RATING: 6 A, TRIP RELEASE CHARACTERISTIC: B, BREAKING CAPACITY: 10 kA, POLE QUANTITY: 1, VOLTAGE RATING: 230 V, RATED OPERATIONAL VOLTAGE: 230 V, MINIMUM ACCOMMODATED WIRE SIZE: 0.75 mm2, MAXIMUM ACCOMMODATED WIRE SIZE: 25 mm2, FREQUENCY RATING: 50/60 HZ, CERTIFICATION: IEC, CSA CERTIFIED, UL RATED, STANDARD: IEC 898, CSA C22.2 NO. 235, UL 1077
116611 MINIATURE CIRCUIT BREAKERS11 CERTIFICATIONUL RATED DESIGN TYPE: MINIATURE, CURRENT RATING: 6 A, TRIP RELEASE CHARACTERISTIC: B, BREAKING CAPACITY: 10 kA, POLE QUANTITY: 1, VOLTAGE RATING: 230 V, RATED OPERATIONAL VOLTAGE: 230 V, MINIMUM ACCOMMODATED WIRE SIZE: 0.75 mm2, MAXIMUM ACCOMMODATED WIRE SIZE: 25 mm2, FREQUENCY RATING: 50/60 HZ, CERTIFICATION: IEC, CSA CERTIFIED, UL RATED, STANDARD: IEC 898, CSA C22.2 NO. 235, UL 1077
184940 CONTACTORS 8 CERTIFICATIONROHS COMPLIANT DESIGN TYPE: AC-6B, CURRENT RATING: 84 A, VOLTAGE RATING: 690 V, CONTACT TYPE: 3NO, MOUNTING DETAILS: DIN RAIL, SCREW, FREQUENCY RATING: 50/60 HZ, POLE QUANTITY: 3, CERTIFICATION: CCC CERTIFIED, CE CERTIFIED, CSA CERTIFIED, ROHS COMPLIANT, UL LISTED, AUXILIARY CONTACT VOLTAGE: 230 VAC
184940 CONTACTORS 8 CERTIFICATIONUL LISTED DESIGN TYPE: AC-6B, CURRENT RATING: 84 A, VOLTAGE RATING: 690 V, CONTACT TYPE: 3NO, MOUNTING DETAILS: DIN RAIL, SCREW, FREQUENCY RATING: 50/60 HZ, POLE QUANTITY: 3, CERTIFICATION: CCC CERTIFIED, CE CERTIFIED, CSA CERTIFIED, ROHS COMPLIANT, UL LISTED, AUXILIARY CONTACT VOLTAGE: 230 VAC


